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BDUCT NAME: WOOD STAIN GOLDEN HMIS CODES: H F
#DUCT CODE: Ws-aa5 1 3
g == SECTION 1 - MANUFACTURER IDENTIFICATION =====—scccosmbe

NUFACTURER'S NAME

LANCO MFis. CORF.

DRESS : URB. AFDNTE #5
SAN LURENZD, PUERTO RICOD
A 75
¥RBENCY PHONE : (787) 736-4242 DATE PRINTED : 28/11/72Q
FORMATION PHONE : (787) 736-42QQ NAME OF PREPARER : VICTOR M. HERNANI
pmz======  GECTION II - HAZARDOUS INGREDIENTS/SARA III INFORMATION ===
VAPOR PRESSURE WEIGHT
RIABLE COMPONENTS CAS NMBER a Hg @ TEWP PERCENT
HE
HpannL 67-h3-9 KX; 68 F
ACGIH TLY: 488 PEM, GTMER: 500 PPM
HAYIC SOLVENT B4 742-88-7 2 68
OSHA PEL: 580 PPM, ACGIH TLV: 1@0 PPM, DTHER: N/R
HCONTLM P4 125328-521 10 25 ¢
MLTD 122 MIXTURE 1 77
OSHA PEL: 580 PPM, ACGIH TLV: 1€0 PPM, OTHER: N/A
!jiﬂtes toxic chemcal(s) subject to the reporting requiresents of section 313 of Title 111 and of %@ CFR 37e.
Morsation available.
wmmmmm=oms===== SECTION III - PHYSICAL/CHEMICAL CHARACTERISTICS ======xwi
ﬂLINE RANBE: 180 deg F - 38@ deg F SPECIFIC GRAVITY (H20=1): ¥. 81
R DENSITY: HERVIER THAN AIR EVAPORATION RATE: SLOWER 1HAN ETHER
WING v.0.C.: .58 1b/gl MATERIAL V.0.C.: 4.38 1b/gl
ILITY IN WATER: NON SOLUBLE
RANCE AND ODOR: SOLVENT ODOR
pem============ GSECTION I¥ - FIRE AND EXPLOSION HAZARD DATA =====—o=cxme
BH POINT: 53 deg | METHOD USED: TCC
BLE LIMITS IN AIR BY VOLUME- LOWER: .9 UPPER: 14.4

ENBUISHING MEDIA: FOAM, €0z, DRY CHEMICAL, WATER FOG

hIﬁL FIREFIGHTING PROCEDURES

r'mﬁ'l' EQUIPMENT SHOULD BE WORN TO AVCID INHALATION OF CONCENTRATED VAPCR.WATER SHOULD NOT BE LSED EXCEPT AS FOG TO KEEP NERBY
MERS COOL,

I
BUAL FIRE AND EXPLOSION HAZARDS

LY FLAMMABLE. VARORS MAY IGNITE EXPLOSIVELY AND/OR CAUSE FLASH FIRES. ELIMINATE SOURCES OF IGNITION. ND SMOKING. WSE ADEGUATE
MWENTILATION SUFFICIENT TO REMOVE CDOR OF SOLVENT AND VAPORS.

== === SECTION V - REACTIVITY DATA ===== o
EILITY: STARLE

ITIONS TO AVOID
VW HEAT, POOR VENTILATION, CORROSIVE ATMOSPHERES, EXCESSIVE AGING.

ﬁmrﬂTlBILITY (MATERIALS TO AVOID)
IRIZING AGENTS, STRONG ACIDS AND OXIDIZING MATERIALS, ALKALINE MATERIALS.
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BARDOUS DECOMPDSITION OR BYPRODUCTS
N MONOX1DE, CARBON DIOXIDE,AND OXIDES OF NITROGEN.

PARDOUS POLYMERIZATION: W1LL NOT OCCUR

L SECTION VI -~ HEALTH HAZARD DATAH b

TION HEALTH RISKS AND SYMPTOMS OF EXPOSURE
SI65 OF OVEREXPOSURE COLLD BE HEADACHE, DIZZINESS NAUSER, UPPER RESPIRATORY DRYNESS O IRRITATION, DROMSINESS, MENT AL DEPRESMH
1S,
FN AND EYE CONTACT HEALTH RISKS AND SYMPTOMS OF EXPOSURE
MONTACT: SEVERE IRRITATION, TEARING, REDNESS AND BLURRED VISION.

tN ABSORPTION HEALTH RISKS AND SYMPTOMS OF EXPOSURE
Ji CONTACT: CAN DRY AND DEFAT SKIN CAUSING CRACKS, IRRITATION,AND DERMATITIS.

STION HEALTH RISKS AND SYMPTOMS OF EXPOSURE
TON: CAN CAUSE GASTROINTESTINAL IRRITATION, VOMITING, NAUSER, AND DIARRHEA.

.TH HAZARDS (ACUTE AND CHRONIC)

TON-DIZIYNESS, BRERTHING DIFFICULTY, HEADACHES,& LDSS OF COORDINATION, EYE CONTACT-SEVERE IRRITATION, TERING, RED NESS, AW
ﬁ VISION. SKIN CONTRCY- CAN DRY AND DEFAT SKING CAUSING CRACKS, IRRITATION AND DERMITITIS. INGESTIDN-CAM CAUSE GASTROINTESTI

JTION, VOMITING NAUSSER, & DIARRHER. NO CHRONIC HEALTH EFFECTS.

ICINOGENICITY: NTF CARCINOGEN: No IARC MONOGRAPHS: WMo 0SHA REGULATED:

JICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE
Mlﬂ, RESPIRATORY TRACT IRRITATION, DERMITITIS, NAUSER, VOMITING.

IRBENCY AND FIRST AID PROCEDURES

[ATION OVEREXPOSURE - MOVE PERSON TO FRESH AIR. IF BREATHING STOPS, APPLY ARTIFICIAL RESPIRATION AND SEEX IMMEDIATE MEDICAL
JON., EYE CONTACT- FLUSHWITH LARBE DUANTITIES OF WATER FOR 15 MINUTES. SKIN CONTRCT- WASH THOROUGHLY WITH SOAP AND WATER AND
. INGESTION DO NOT INDLCE VOMITING, CAN CAUSE CHEMICAL PHEUMONITIS AND PULMONARY EDEMA. CONTACT PHYSICAL IMMEDIATELY. ‘

mmesc=== GECTION VII - PRECAUTIONS FOR SAFE HANDLING AND USE ==a===ums

TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
IGNITION SIURCES, PROVIDE GOOD VENTILATION, DIKE SPILL AREA ADD ABSORBENT EARTH OR SAWDUST TO SPILLED LIRUID. THORDGHLY 4
PER AND MIX.

TE DISPOSAL METHOD
ABSORBENT/ WATER/ SPILLED LIQUID MIXTURE INTO METAL CONTAINERS AND ADD ENOUSH WATER TO COVER. CONSULT LOCAL, STA TE & FEDERM
] BASTE REGULATION BEFORE DISPUSING INTO APPROVED HAZARDOUS WASTED LANDFILLS. OBEY RELEVANT LAW.

LAUTIONS TD BE TAKEN IN HANDLING AND STORING

KINTAINERS CLOSED WHEN NOT IN USE. STORE 60-95 F OUT OF SUR. USE ADEQUATED YENTILATION TO AVOID BREATHING VAPOR WHE N COVER
ED. KEEP AWAY EXESSIVE HEAT AND DPEN FLAMES,

ER PRECAUTIONS

};ﬂ.L EQUIPMENT WHEN HANDLING FLAMMABLE SOLVENT BORNE MATERIALS. SMONING IN ARER WHERE THIS MATERIAL IS LISED SHOWD BE STRICTLY|
1TED.

SECTION VIII - CONTROL MEASURES L]

TRATORY PROTECTION
JREWING THIS MATERIAL USE A NIDSH APPROVED CARTRIDGE RESPIRATOR OR GAS MASK SUITABLE TO KEEP AIRBORNE MISTS AND VA BOR
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RATIONS BELOW THE TIME WEIGHTED THRESHOLD LIMIT YALUES. WHEN LSING IN PODRLY VENTILATED AND CONFINED SPACES, LSE A FRESH-ARHI
YING RESPIRATOR OR A SELF- CONTRINED BREATHING APPARATUS.

TILATION
ICIENT TO KEEP HORKROOM CONCENTRATION BELOW TLV. VENTILATION EGUIP. MUST BE EXLPOSION PROCF.

TECTIVE GLOVES
EALS RESISTANT GLOVES.

PROTECTION
IGHEMICAL SAFETY GLASSES, GOBGLES, AND FACESHIELDS FOR EYE PROTECTION

HER PROTECTIVE CLOTHING DR EQUIPMENT

RAPRONS AND PROTECTIVE CLOTHING WHENEVER POSSIBLE TO PREVENT SKIN CONTACT. THE USE OF HEAD CAPS WHENEVER POSSIBLE 2l
Y RECOMMENDED.

@ /HYGIENIC PRACTICES
WRBHES AND SAFETY SHOWERS IN THE WORKPLACE IS RECOMMENDED

SECTION IX - DISCLAIMER

WMatlnn contained herein 15 based on data believed by this company to be arcurate, but we do not assume any liabilaty for g

acy.  We neither suggest nor guarantee that any hazards mentioned are the only ones which ex1st, The sanner of that use and
there 15 any infringesent of patents 1s the sole responsibility of the user.



